4.00 MAX
\( \Phi 3.62 \)
\( \Phi 0.86 \)
\( \Phi 1.875 \) BOLT CIRCLE
\( \Phi 0.159 \) (6) THRU FOR 10-24 THREAD FORMING SCREWS

TPU OVERMOLD

POLYCARBONATE BLACK

\( [3.50] \)
\( \Phi 0.138 \) MIN (4) THRU NO DRAFT

\( [16] \)
\( \Phi 0.630 \) BOLT CIRCLE

60°

\( 1.00 \)

SECTION B-B

THRU HEX TIMED AS SHOWN NO DRAFT

DETAIL A
SCALE 2 : 1

*** SEE CAD FOR ADDITIONAL TOOLPATH INFO***

UNLESS OTHERWISE SPECIFIED:

- TOLERANCES:
  - FRACTIONAL
  - ANGULAR: MACH
  - ANGULAR: BEND
  - ONE PLACE DECIMAL
  - TWO PLACE DECIMAL
  - THREE PLACE DECIMAL
  - FOUR PLACE DECIMAL
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED

COMMENTS:
- DIMENSIONS ARE IN INCHES
- TOLERANCES: 1/16 1/1 1/2 1
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED
- COMMENTS:
- DIMENSIONS ARE IN MILLIMETERS
- ANGULAR TOLERANCES:
  - MACH
  - BEND
- ONE PLACE DECIMAL
- TWO PLACE DECIMAL
- THREE PLACE DECIMAL
- FOUR PLACE DECIMAL

- ALLOWS: 2° DRAFT APPLIED TO MOST SURFACES UNLESS OTHERWISE NOTED.

- COMMENTS:
- DIMENSIONS ARE IN INCHES
- TOLERANCES: 1/16 1/1 1/2 1
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED
- COMMENTS:
- DIMENSIONS ARE IN MILLIMETERS
- ANGULAR TOLERANCES:
  - MACH
  - BEND
- ONE PLACE DECIMAL
- TWO PLACE DECIMAL
- THREE PLACE DECIMAL
- FOUR PLACE DECIMAL

- ALLOWS: 2° DRAFT APPLIED TO MOST SURFACES UNLESS OTHERWISE NOTED.

- COMMENTS:
- DIMENSIONS ARE IN INCHES
- TOLERANCES: 1/16 1/1 1/2 1
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED
- COMMENTS:
- DIMENSIONS ARE IN MILLIMETERS
- ANGULAR TOLERANCES:
  - MACH
  - BEND
- ONE PLACE DECIMAL
- TWO PLACE DECIMAL
- THREE PLACE DECIMAL
- FOUR PLACE DECIMAL

- ALLOWS: 2° DRAFT APPLIED TO MOST SURFACES UNLESS OTHERWISE NOTED.

- COMMENTS:
- DIMENSIONS ARE IN INCHES
- TOLERANCES: 1/16 1/1 1/2 1
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED
- COMMENTS:
- DIMENSIONS ARE IN MILLIMETERS
- ANGULAR TOLERANCES:
  - MACH
  - BEND
- ONE PLACE DECIMAL
- TWO PLACE DECIMAL
- THREE PLACE DECIMAL
- FOUR PLACE DECIMAL

- ALLOWS: 2° DRAFT APPLIED TO MOST SURFACES UNLESS OTHERWISE NOTED.

- COMMENTS:
- DIMENSIONS ARE IN INCHES
- TOLERANCES: 1/16 1/1 1/2 1
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED
- COMMENTS:
- DIMENSIONS ARE IN MILLIMETERS
- ANGULAR TOLERANCES:
  - MACH
  - BEND
- ONE PLACE DECIMAL
- TWO PLACE DECIMAL
- THREE PLACE DECIMAL
- FOUR PLACE DECIMAL

- ALLOWS: 2° DRAFT APPLIED TO MOST SURFACES UNLESS OTHERWISE NOTED.

- COMMENTS:
- DIMENSIONS ARE IN INCHES
- TOLERANCES: 1/16 1/1 1/2 1
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED
- COMMENTS:
- DIMENSIONS ARE IN MILLIMETERS
- ANGULAR TOLERANCES:
  - MACH
  - BEND
- ONE PLACE DECIMAL
- TWO PLACE DECIMAL
- THREE PLACE DECIMAL
- FOUR PLACE DECIMAL

- ALLOWS: 2° DRAFT APPLIED TO MOST SURFACES UNLESS OTHERWISE NOTED.

- COMMENTS:
- DIMENSIONS ARE IN INCHES
- TOLERANCES: 1/16 1/1 1/2 1
- MATERIAL: PC CORE TPU OVERMOLD
- FINISH: DEBURRED
- COMMENTS: